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GENERAL FEATURES

e |tisused for basketball, volleyball and handball games in professional halls.

e It can be preferred university halls and training halls.

e |tis suitable for NBA competitions.

e It has 100 levels of brightness.

e It has test and clock modes.

e Team names, player names, his/her numbers, his/her fouls and his/her
scores are shown on the scoreboard.

e The console system and 2 pieces of shot clock scoreboards are given with
the scoreboard.

DISPLAY CHARACTERISTICS

TECHNICAL PARAMETERS

Game Clock 30 cm, yellow and 4 digits
Height 1900 mm Period 23 cm, white and 1 digit
Width 5480 mm Team Scores 30 cm, white and 3 digits per team
Thickness 85 mm Team Fouls 23 c¢m, red and 2 digits per team
Weight 150 kg Time-out Indicator 30 cm, yellow and 1 digit per team
Average Power Consumption 3215 W Position Indicator 1 red arrow per team
Maximum Power Consumption 5355 W Bonus Indicator 2 yellow dots per team
Operating Voltage 100 - 120V Time-out Timer 30 cm, yellow and 2 digits
200 - 240V Player Information 12 cm, 2 yellow digits, 1 red digit
Operating Temperature (-40°C) - (+55°C) (Player’'s number, made and 2 white digits per player
Protection Class IP54 foul number and score)
Type Of Material Al Team Name 16 cm, yellow and max. 12
Guarantee Duration 2 years characters per team
Frame Color Mat Black Player Name 12 cm, yellow and max. 12
characters per team

The best score is quality



